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Brick Streets — Policy Process

Since Fall of 2015

 Work Group with City staff and
utility partners

« Data Gathering

 Red Cross Pilot project

« Public Input process — 2 separate
meetings; online survey

» Historic Preservation Commission
meetings




Work Group Policy Review

« 1987 policy needs to be updated

« City staff and utility partners group
has been reviewing issue

« Lots of data gathered, analyzed




Brick St Data - Miles
of Brick Streets

- Hist. Brick 3.7

- Brick/Asphalf 1.96
- New/other Brick 0.44
- Stone-paved alleys 0.22




Brick Sitreet Issues

Granite curbing

Ofther historic paving
materials

Maintenance




Red Cross Street
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Local Historic Landmarks
Efrid’'s-Einstein
Department Store

Lazarus-Hill-Devine
House

r North 6th Street

| Harry Forden Bridge
Chestnut Street
Presbyterian Church

Fire Station
e No.5

Greenfield Lake
Park & Gardens

National Register of
Historic Places Districts

Local Historic Districts
Overlays

mmm Brick Streets*

CRE_AT_E WILMINGTON COMPREHENSIVE PLAN
Policies Historic Preservation




ROCK ISLAND
ILLINOTLS

City of Rock Island

Economic Development Department
Planning & Redevelopment Division

d Preservation Commission

by Rock Island City Council

Amended:

January 23, 2012
August 22, 2011
March 28, 2005
April 10, 2000

May 12, 1991
September 14, 1992

Brick Streets Strategic Plan
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Priority Ranking

. Use of Historic Brick
. Location

. Use of Modern Brick
. Land Use

. Condition of Street

. Existing Traffic

. Costs

. Cost Sharing



ADMINISTRATEVE POLICY
CITY OF WILMEINETON

"EFFECTIVE DATE: j APPROVED BY:
8-25-37 W1:H1'am B. Farris

+

SUBJECT:
BRICK STREET POLICY

%

PURPQSE: Tc specify the conditions under which brick sireets
will be repaired, replaced or rehabilitated.

CONDITIONS:

brick streets located in the Historic District (HD) and

I 1 o All b
NO Ionger |Im|ted to Historic District Overtay (HDO) zoning classifications wili
Iocal dIStrICtS be maintained as brick streets.

All brick streets located outside of the HD and HDO will be
placed on the City's street resurfacing program to be
resurfaced with another material other than brick at such
times as recommencded by the Street Rehabilitation Project

Potential to impact Team,
more streets 5 New brisks ould be used for major brick stre:jist'ng e

rahabiiita? n work in the HD and HDD and all
should 52 saivagsd and moved to tha2 Ctrescls Division sterags
vard.

Potentlal to 8rick street repair work (for utility cuts, etc.) in the HD
and HDO should be done with salvaged bricks whenever possibie.

Increase Supply Of All repair work done tc brick streets.tocated outside the HD
! i A and HDO should be done with material oiher thanm brick.
historic brick ‘




Historic Preservation Commission

ReSOIution City of Wilmington
North Carolina

Resolution Recommending Approval of the Brick Street Policy
Dated June 23, 2016

WHEREAS, historic brick street paving materials are important character -
defining features and assets to the city’s historic districts and urban core; and

WHEREAS, historic brick streets represent a sense of time and place in the
history of the city; and

WHEREAS, the Historic Preservation Commission is charged with protecting,
preserving and conserving the heritage of the City and its historic fabric, and

WHEREAS, policies and procedures to repair, maintain, preserve and restore
brick streets are crucial in order protect this important historic fabric of the
community; and

WHEREAS, the current brick streets policy, AP 87-3 was adopted August 25,
1987; and

WHEREAS, the City Manager directed staff to undertake the development of a
comprehensive policy for the maintenance, preservation and restoration of historic
brick streets located in the incorporated areas of the City of Wilmington; and

WHEREAS, staff members of the Public Services and Planning, Development
and Transportation Departments, along with area utility providers engaged in a
process to identify the location of brick streets (including those that have asphalt
overlayment), analyze traffic volumes on identified brick streets, review established
speed limits on identified brick streets, review costs associated with maintaining,
preserving and restoring brick streets, and collected and reviewed input from various
stakeholders and the public through public input sessions, and an on-line survey in
order to formulate a comprehensive brick streets policy; and

WHEREAS, the Historic Preservation Commission has reviewed a proposed
Brick Streets Policy prepared June 23, 2016 that is intended to preserve brick streets
to the extent possible, increase the city’s supply of historic brick pavers, protect
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Preserve brick
paving surface

What happens to this
brick street?

Kibwich sarface? Combination of asphalt
and existing historic brick?

Traffic volume less than 4,000 VPD AND
Speed limit 25 MPH or lower AND
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Preserve brick
paving surface

What happens to this
brick street?

and existing historic brick?

Mtk satfaga? I Combination of asphalt

Traffic volume less than 4,000 VPD AND
Speed limit 25 MPH or lower AND

Local or local collector street?
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Preserve brick
paving surface

Harvest all
disturbed bricks
and repave with

asphalt

Traffic volume less than 4,000 VPD AND
Speed limit 25 MPH or lower AND

Local or local collector street?

than 35% d. -
road surfac




Traffic volume less than 4,000 VPD AND

Speed limit 25 MPH or lower AND

Local or local collector street?

Project scope greater
than 35% disturbance of
road surface per block?

Restore brick
paving surface
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Identified “Main Street”
or “Special Character”

Harvest all disturbed
bricks and repave with
asphalt

Restore brick paving
surface
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X Brick Streets
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Special Character
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EmR Asphalt Over Brick
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Traffic volume less than 4,000 VPD AND

Speed limit 25 MPH or lower AND

Local or local collector street?

Project scope greater
than 35% disturbance of
road surface per block?

Restore brick
paving surface




Summary

Update to 1987 policy needed
React to current issues

CIP planning

Considers all brick streets

Data on Brick Streets will change
Thorough process covering range
of Issues

Fee schedule update

Resolution to Councll In September



